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)

Check GV75MG device

Make sure the device and accessories are intact and
complete.

Install the SIM card. \

Connect GV75MG to the computer by the \\

USB data cable.

The USB data cable to configure the device is an
optional accessory may not be delivered along
with the device.

Find “Queclink GV75MG _Manage_TooI_Vx.x.exem \

develop suit and run it to configure the running
parameters of GV75MG. Please refer to Page 2 for
details.
£l COM Settings P
COM Settings
COM: COM5 -
Baudrate: 115200
Password: gv75
Show at startup QK ] ’ Cancel l

(

\

7 Use the GV75MG standard cable to connect
device to the car.

4 Find “PL2303_Prolific_Driverinstaller_Vxxxx. rar”\\

- v,

and choose the suitable driver for your computer

system. If you have already installed it, please go
to Step 6.

PL2303 Windows Driver User Manual v1.19.0.pdf
(27 PL2303_CheckChipVersion_v1006.exe

| PL2303_Driverlnstallerv1.19.0_ReleaseMote.tut
[271PL2303_Prolific_Driverlnstaller v1190.exe

|| PL2303CheckChipVersion_ReadMe.txd

Better place the GV75MG under the open sky and )
face the side with tag to the sky.

This side
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Page 2 : PC Manage Tool Quick Start

If you want to test the GV75MG by SMS, set “Reporm
Mode” to “Force on SMS” and input the phone number
which you want to receive the SMS from GV75MG. After
that you can go to Step 6. Otherwise please go to Step 3.

Run manage tool. Select correct COM port and \
input default password “gv75”. Then press OK.

Backend Server Register Information is used to configure where and how to report all the messages.

P | = |.\ HlBasic settings
Bl COM Settings & —— Force on SMS 7] |
- [= Backend Server Settings
COM Settings

Main Server IP:

COM: COM3 - Main Server Port:
Backup Server IP:

Baudrate: | 115200 - | Backup Server Port: 0 B

SMS Gateway:
Password: av75 |—,

[l other Settings

Heartbeat Interval: Minutes

Show at startup [ oK l l Cancel ] Bufer toce SAGkEncble: | Disghlasatl d
Pratocol Format: _ASCH - SMS SACK Enable |
AT+GTSRI=gv75,5,,2,,0,,0,,0,0,0,0,,,FFFF$ | Read | | Send |

Set “Report Mode” to “TCP Short Connection”. Input the IP\
address and port number of the backend server. Please
make sure the IP address can be accessed by internet and
the data sent to this address can be received.

Please contact your SIM card provider and get the User\
information for network. Input it in GTBSI setting.

Note: APN cannot be empty.

Bearer Settings is used to configure the parameters for network connection.

d Server i i is used to configure where and how to report all the messages.

[=lBasic Settings

[H Basic Settings

X iot Notice: If the SIM card is provided by Verizon, the
LTE APN: LPN item can be left blank, if not, please make sure

the APN is correct

Report Mode: [TcP short-connection forced mode -]

LTE APN User Name:

[= Backend Server Settings

LTE APN Password:

Main Server IP: 218.17.40.33

Main Server Port: 55555

GPRS APN:

T

GPRS APN User Name:

Backup Server IP:

GPRS APN Password:

Backup Server Port: Network Mode: [0: Auto(LTE first & Gsm) -
SMS Gateway: LTE Mode: [0: Cat-M1 first(Cat-M1 & CatNB1) -]
[= other settings Manual Netreg: [D: Disable maunally register the network v]
Heartbeat Interval: Minutes Remon:
Buffer Mode: SACK Enable:  [Disable SACK -
Protocol Format: SMS SACK Enable

AT+GTBSI=gv75,iot,,,,,,0,0,0,0,,,, FFFF$

AT+GTSRI=gv75,2,,1,218.17.46.33,55555,,0,,0,0,0,0,, FFFF ‘

Set the parameters of scheduled fixed timing report so \
that the GV75MG will report it’s position to backend
server periodically. Press “Send” button to update the
parameters.

Following screen shot shows how to configure the
GV75MG to report it’s position every 3 minutes.

Press the “Send” button and update the parameters of\
GV75MG. Then the GV75MG can report information to
your backend server or SMS receiver.

- Note: These commands can also be sent to GV75MG by
SMS.

AT+GTFRI=gv75,0,1,,1,0000,0000,,30,1000,1000,,0,600,0,, Read ‘ ‘ Send ‘

Fixed Report Information is used to configure the parameters of scheduled report. (

[=IBasic Settings

Command has been accepted when you see the Mode: [Fixed Timing Report -
success window. Send Interval: 180 seconds
IGF Report Interval: (180 seocnds

Auto Report Interval:

ER

[=IReport Period Settings

Save settings successfully

Period Enable

Start Time: 0000 HHMM

End Time: 0000 HHMM

[=IMileage Settings

Distance: 1000 meters Mileage: 1000 meters

M other Settings

Discard No Fix 5

AT+GTFRI=gv75,1,1,,1,0000,0000,,180,1000,1000,,0,180,0 | Read | | Send |

The following screenshot shows how to create a Geo- \ \
fence. Press “Send” button to update the parameters.

After these steps, GV75MG will have some
basic tracking functions such as scheduled

Geo-Fence configuration is used to configure the parameters of Geo-fence. (

[H GeoFence Settings

GEO ID: = .

- S : timing report and Geo-fence. For other
— » advanced functions of GV75MG, please
[—_ v ' refer to “GV75M @Tracker Air Interface

I

Protocol” or visit our website.

[= output Settings

Output Status
x100ms

output ID:

Duration:

Toggle Times:

. http://www.queclink.com
K AT+GTGEO=gv75,0,3,180,11.521100000,500,0,0,0,0,0,0,0,, Rezd ‘ ‘ send J sales@q uecl i n k.com




